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Note: Please see page 52 for other available options

1 - Pressure Selection

Insert set point value XXX followed by: R, F, BR, or BF

2 - Thread Options:

2M - 1/8 NPT male
4M - 1/4 NPT male
2G - 1/8 BSPP male, G1/8
4G - 1/4 BSPP male, G1/4 
4S - 7/16-20 SAE male, with O-ring seal
6S - 9/16-18 SAE male, with O-ring seal

M10 - M10 X 1.0 male (ISO 9974)
M12 - M12 X 1.5 male (ISO 9974)

3 - Circuit:

A - SPST (Normally Open)
B - SPST (Normally Closed)

4 - Electrical Termination:

DR - Integrated Deutsch Receptacle - Mates with DT06-2S

5 - Options (Omit if not required):

1 - Viton® Diaphragm
2 - EPDM Diaphragm
4 - HNBR Diaphragm
7 - Gold Contact, 0.4 VA, 30 VDC

20 - Seal Adjustment Screw
OC - Oxygen Cleaned Switches
SR - Snubber

Set Point Direction Description

XXXX

R PSI Rising Pressure
F PSI Falling Pressure

BR BAR Rising Pressure
BF BAR Falling Pressure
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Ordering Information

Factory Preset

1 2 3 4 5 (Optional)

SKDF - 30F - 2M - B - DR - 1
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