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*Other material and options available upon request. 
Custom design available. Please consult factory.
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Dimensions

Ordering Information

Reference:

A - Absolute
(15 psi to 1000 psi)

G - Gauge
(15 psi to 1000 psi)

S - Sealed 
(7.5 psi to 5000 psi)

Configuration:

1 - I2C - 3.3V
update mode

2 - I2C - 5.0V
update mode

3 - I2C - 3.3V
sleep mode

4 - I2C - 5.0V
sleep mode

Electrical 
Connection:

M12 - M12, 
4 pin 

DR -
Deutsch 
Receptacle
DT04-4P 

Seal Material:

N - NBR  
(Standard)

V - VITON® 

H - HNBR

E - EPDM

Accuracy:

T1 - 0.5% 
BFSL

Model:

TI2C 

1 2 3 4 5 6 7 8 (Optional)

TI2C - 0150P - G - 1 - M12 - 4M - N - T1 - SR

Connector
Output

VCC SCL SDA GND

M12 1 2 4 3
DR 1 2 3 4

M12 DR
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Process Connection:

2M - 1/8” NPT male

4M - 1/4” NPT male

4G - 1/4” BSPP male,
G1/4

4S - 7/16-20 SAE male, 
with O-ring seal

6S - 9/16-19 SAE male,
with O-ring seal

Pressure Range:

0015P - 15 PSI
0030P - 30 PSI
0100P - 100 PSI
0150P - 150 PSI
0300P - 300 PSI
0400P - 400 PSI
0600P - 600 PSI
1000P - 1000 PSI
1500P - 1500 PSI
3000P - 3000 PSI
5000P - 5000 PSI

001B - 1 BAR
002B - 2 BAR
005B - 5 BAR
010B - 10 BAR
020B - 20 BAR
050B - 50 BAR
100B - 100 BAR
200B - 200 BAR
400B - 400 BAR

Options:

SR - Snubber
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